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DIMENSIONAL DATA

STANDARD RECTANGULAR DUCT DIMENSIONS
IN 3, 4, 5" & 8' LENGTHS

FABRICATION DATA

MATERIAL: GALVANIZED STEEL WITH G-30
COATING OF LOCK FORMING QUALITY PER
ASTM-A653 C5 TYPE B.

WIDTH HEIGHT LENGTH GAUGE

8" 8", 10" 12" 3,4, 5,8 28
10" 8", 10" 12" 3,4, 5,8 28
12" 8", 10" 12" 3,4, 5',8' 28
14" 8", 10" 12", 14" | 3,4, 5.8 26
16" 8", 10" 12", 14" | 3,45, 8 26
18" 8", 10" 12", 14" | 3, 4,5, 8" 26
20" 8", 10" 12", 14" | 3,4, 5,8 26
22" 8", 10" 12", 14" | 3,4, 5,8 26
24" 8", 10" 12", 14" | 3", 4,5, 8" 26
26" 8", 10" 12", 14" 3,4, 5' 26
28" 8", 10" 12", 14" 3,4, 5 26
30" 8", 10" 12", 14" 3,4, 5' 26
ASSEMBLY: MANUFACTURED ON AUTOMATIC

DUCT LINES, INSURING THE HIGHEST QUALITY
DUCT.

FEATURES:
-CROSS-BREAK GIVES QUR DUCT EXTRA

STIFFENING STRENGTH. PLANT LOCATIONS

-COMES LOOSE CLEAT, INSULATED OR. WITH GEORGIA MINNESOTA NEW YORK OREGON
SLIDEL OCK 3365 Florence Rd 1011 11th Avenue S.E. 214 Commercial St. 16233 N. East Cameron Bivd.
OPTIONS: Powder Springs,30127 Detroit Lakes, 56501 Medina,14103 Portland,97230

Phone: 800-888-4391 Phone: 800-328-2044  Phone: 800-229-0021  Phone: 800-300-1660

AVAILABLE FULLY CROSS-BREAK OR BEADED.
CONTACT YOUR REGIONAL BRANCH FOR MORE
INFORMATION.
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