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Plumb Easy Valve Set
(30010950A - 1” Standard)

Condensate Neutralizer
(GXXX001322 - Single Unit)

(GXXX001324 - Up to 6 Units)
(GXXX001325 - Up to 16 Units)

NHB Manifold Kit - Primary
(GFFM-MSOZUS-001)

Zone Pump Controller
(PFMZ-02P-001 - For 2 Zones)
(PFMZ-03P-001 - For 3 Zones)
(PFMZ-04P-001 - For 4 Zones)
(PFMZ-06P-001 - For 6 Zones)

NHB Manifold Kit - Secondary
(GFFM-SKTZUS-001)

System Supply/Return
Temperature Sensors

(GXXX001417)
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Hot Water Boiler



Dimensions
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Specifications

Model
Number1

Heating Input,
MBH Heating Capacity2,

MBH
Net AHRI Rating, Water3,

MBH

NHB-055

Min

51 44

NHB-080 8

NHB-110 10

Max

AFUE2,
%

80

110

74

102

64

89

8 55 95.0

95.0

95.0

1  Ratings are the same for Natural Gas models converted to Propane use.
2  Based on U.S. Department of Energy (DOE) test procedures.
3  The NET AHRI Water Ratings shown are based on a piping and pickup allowance of 1.15.  Consult Navien before selecting a boiler for installations having unusual piping and pickup requirements,
     such as intermittent system operation, extensive piping systems, etc.

Navien Condensing Boiler
Space Heating Ratings
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Rubber Grommet Φ 1”

Space Heating Return Φ 1”

Condensate Outlet Φ 1/2"

Gas Connection Φ 3/4”

Connection Size

H Space Heating Supply Φ 1”

NHB-150 10 150 138 120

Item NHB-055 NHB-080 NHB-110 NHB-150

Dimensions 24in. (H) x 17in. (W) x 12in. (D) 24in. (H) x 17in. (W) x 13in. (D)

Weight 73 lb (33 kg) 80 lb (36 kg)

Installation Type Indoor Wall-Hung

Venting Type Forced Draft Direct Vent

Ignition Electronic Ignition

Natural Gas Supply Pressure (from source) 3.5 in.–10.5 in. WC

Propane Gas Supply Pressure (from source) 8.0 in.–13.5 in. WC

Natural Gas Manifold Pressure -0.03 in. WC -0.08 in. WC -0.10 in. WC -0.40 in. WC

Propane Gas Manifold Pressure -0.03 in. WC -0.07 in. WC -0.09 in. WC -0.30 in. WC

Gas Connection Size 3/4 in. NPT

Power Supply

Main Supply 120V AC, 60Hz

Maximum Power 
Consumption Less than 10A

Materials
Casing Cold-rolled carbon steel

Heat Exchangers Primary and Secondary: Stainless Steel

Venting

Exhaust 2 in. or 3 in. PVC, CPVC, approved polypropylene*  (* see Installation Manual for more details)
2 in. or 3 in. Special Gas Vent Type BH (Class III, A/B/C)

Intake 2 in. or 3 in. PVC, CPVC, polypropylene
2 in. or 3 in. Special Gas Vent Type BH (Class III, A/B/C)

Vent Clearance 0 in. to combustibles

Safety Devices Flame Rod, APS, Gas Valve Operation Detector, Ignition Operation Detector
Water Temperature High Limit Switch, Exhaust Temperature High Limit Sensor

Front View

Supply Connections

A
B
C

Air Intake Φ 2”

Exhaust Gas Vent Φ 2”

Air Vent Connection Φ 3/4”

Connection Size

15.8” (401 mm) 6” (152 mm)
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* NHB-055/080: 11.8” (300 mm)
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